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STAMDING OPERATING PROCEDURE 22 Oc’;.o&)e::‘ 1965

NUMBER 50-3060-1

FLIGHT CONTROL PROCEDURES DURING VIR CONDTTIONS

1. PURPOSE: To describe the routes of flight end establish comtrol procedures
for all aircraft operating to and from this area ander Visual Flight Rules.

2. SCOPE: This procedure applies to -‘allfpilé*ps operating aireraft to and
from this area. - S E :

3. GENERAL:

. a. Notification: All flights, except regularly scheduled missions having
! prior approval, will require advance notification., . Coordination wili %o accomp- i
P lished as follows: ’

: 1) Inbourd Flights: Place a collect long distance telephone czll to |
25X1A6a xtension 986-3340 (during norsal duty hours of 15002Z-00302 ),
: or extension =232 (after normal duty hours). Aircraft departing from

Nellis AFB may accomplish this by having the Dispatcher contact _ 25X1A2
tions through the Nellis AFB switchboard., A

oo (2) Outbournd Flights: Notify the Base Operstions Dispatcher, exten-
Lo sion 3340. . AT | -
(3) Deviastions from ETA or EID: Aireraft deviating from scheduled ETA

‘or ETD by more than 1 hour will reaccomplish notification in accordance with i

IR paragraphs 3a(l) or 3a(2) above. ‘ - o
25X 1ABa | o “

S ». [T - been granted by the Atomic .
2.,5X1A63‘s . Energy Commission for aircraft o .1an:1*1?_“ while enroute
Lo to and from this area, provided specific procedures and ‘routes are utilized

25X1A6a | while operating inside — Route and procedures are as { :

" follows:

|

25X1A68:§ ‘ 1) Air Corridors: All flights- transiting-vill be conducted
o i in the - 25X1A6a o ~ S

25X1A6a;

Supersedes: SOP 50-3060-1, 1 Oct &4
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fonthly ccde words are utilized by _ 25X1A2g -
Gontrol ty ddentidy traffic to and from this area.
This code word will only be utilized when requesting clearance to fly the #g air
corridor. The following standard radio transmiesics vind e omede to obiain
corridor entry clearances: i (eareraft cedl simy,

type of aircraft, a (code word for tho month) fiight, request clearsace to Ly

(2) Fonthly Code Words:

" the corridar northbound or southbound, &s applicable, at {reouested altitud M.

(3) Altitudes: Altitudes will normally be 8000 feet MSL for northbound
flights and 9000 feet MSL for soubhbowd flights in conventional aircraft. Jet
aireraft will normally operate above 20,000 feet M3L. hireraft desiring :liltudes
other than these will request the desired altitude from I ¢ Lase
Operations as applicable. B |

: (4) Communicatione: _monib: rs primary radio Frecuencle s
260.1 MOS and 126,05 MCS and sscordary frequencies 63,8 MOG, 2430 1L, 5

MGS and 121.5 MCS, When radio contact eznnot be establiishad wi‘;h_ 25X1A2g
Control, attempt contact with {srez Control). Best lognuhion for this ¥
contact is the 1f unable go contact attemph. gﬁx&gzg
contact with tor relay to o {light wi1BORTAZg

25X1A2g

proceed north of ess specifically auvhcrized | 1f 25X1A2g
unable to obtain corridor clearance, proceed to alternate and contac area by o

telephone.

L. PROCECURES:
L

a, Route of flight. It will be the pilot's discretion on whether he will
arrive/depart using the corridor or "back door'., However, all VFR traffic -,
entering or departin rea will fly routes and altitudes prescribed ) cod
in AIM Section II, Special Notdces, -Terminal Area Notice. - ’ o

b. Clearance Procedures:

(1) Inbound flights:

(a) Aircraft departing Nellis AFB will be filed on ID Form 1080
(Local Aircraft Clearance)., Indicate in the ‘Remarks Section "Advise Boxer :
Operations of take-oif time".a : _ : v

(b) Aircraft departing from a station other than Nellis AFB will e
f£ile a DD Form 175 {Aircraft Clearance) to Nellis AFB, The remarks section of
the clearance will contain 2 remark indicating that the aireraft will be flown
under VFR conditions in the Nellis AFB local zrea for a specific time. This
time will be equal to emroute flying time from Mellis AFB to this area. Also
enter in the remarks Immediately upon arrival in the 25X1A2
Nellis AFE area, advise Nellis Tower that you are & aireralt and 9
request they pass this infornation to Nellis AFB Base Uperulicivis Use of the

o
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thar instructions’ are ‘peceived from the

word . imperative. If.‘im) Lar

" Nellis Tower, proceed to Sias ~opriste route.: ‘Biroraft proceeding to ared
from dipection other than snd planning use of a tpark door? rovte will
cortach as soon &3 posSioie for nlesrance into the area, Operalions

will coordinate all flight plans, arcivals or departures, with Nellis AVB
Operations. o L '

(c) USAF aireralt depertin
will file a local clearance with Nellis AFB Base L/ 2rail lons

Ae LG 3 PR Y] -
- Nellis AFB Control Tower via radis. Relay tee-ofr time to hellis AFB Control

Tower and request Nellis AFB Base Cperations reiay sSame to
: : i

(2) ‘Outbound Flights: 2R - 25X1A2g

, (a) bhircraft filing to ellis AFB will wtilize LD Form 1080
(Local Aircraft Clearance). Enber in remarks section, via uCorridor® or
nRack Door'.

(b) Aircraft filing to other than Nellis !
Form 175 (Aircraft Clesranca), indiecating Nellds oo SRR Pt S
departure time to coincide with estimabed arrival tims over Nellls LFB, Your
Flight Plan will be activated by Base Operations through Nellls Base Opsralions.
Indicate with Base Cperations whether you will depart via "Cor ~idor" op 'Eack .
Door'. ;

(¢) <Civilien a:‘.l.rcra.i‘ta’,i will file FAL Flight Plan at Basé, Operations.

5, FACILITIES, TRAPRT PRCCEUURES AND HGIRS OF QPERATION:

pae -

a. Field elevation: AL63 feet.

b, Runway: 14-32s 14,625 faet (South 8600 ft conerete, horth 6000 It
asphalt), 100 feet wide, high intensity lighting.

c. Traffic Pattern: A right hand traffic pattern for Jstse will be flown
for btoth runways. Conventional aircraft will fly rectangular traffic pattern
at 5500 MSL. Jet aircraft may use rectangular or overkead traific patterns
flown at 6000 MSL. ‘Helicophers will use rechangular traffic pattern flown 700
feet above field elevation. RS : " :

d., Field ILighting:
(1) Rotating "beacons Not ins“oal.ledo“
(2) Obstruction light ing: lnstalj_ed: ‘on all sppropriate facilities.

(3) Apprcach lights: Strobe lights are available on rurWay 12 only,
extendirz £C0 ft from approach end.
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. e. Hours of Operation: Spnclfic aﬂ va.nm, rapprmml by ’rh@ Deputy Corman der
; for Operations, or his representative, is reguired for &ll operations during
hours of darkness. Base Opsrations and the Lontrol Wower will be in operation

whenever traffic is espected, During nig ht 11:19}1’05\, arreralft will remain at

: an altituce which will clezr all surrouniioy terrain until arrival over the
station., Due to the lack of adequate llg,h ,.‘mb and the close proximity of
.! mountainous terrain, letdown will not be stacted untzl the aivoraft pesiiion -
: is definitely determined to be over the navigavional aid fixing point for
i - .
' initiation of peneiration. :
i
25X1A9a \ ‘
: : Deputy Commender for (perations :
25X1A9%a . o i
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